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Centrifugal Fans In-line Fans TD-In-line Fans

Accessories

2-speed Switch
REGUL-2
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Electronic
Regulator REB
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Speed Controller
RMB
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HIG-2 SQADuct Filter
DF
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Duct Heater
DH
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Backdraught
Shutter CAR
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In-Line Fan TD

Construction

Accessories

TD - the new generation of In-Line fans suit 6 different standard

ducts (Ø100-315mm). Max flow 2050m³/h and max pressure 950Pa.

The TD-fans are suitable for close-installation to ceilings, walls and

to joists and they also are aesthetical attractive. The TD-fans can be

horizontal or vertical installed.

The TD-fans can easily be dismantled for cleaning and service by

loosen 2 binding clips without affecting the ducting. The switch

connector is mounted on the outside for easy electrical installation.

TD-250, 350, 500 and TD-800 have casing in reinforced plastic, TD-

160, 1300 and TD-2000 have casing in steel sheet protected with

epoxy paint. (TD-800 has fixing flanges in epoxy painted steel

sheet).

All sizes have easy dismountable impellers in reinforced plastic

(TD-1300 and TD-2000 have impellers in punched steel sheet).

The TD-fans can be equipped with following:

- 2 speed switches

- Electronic regulator for variable speed control

Motor
TD-160, 250 and TD-350:

220-240V, 50Hz single-phase asynchronous motor with built in fuse

in the winding. Enclosure IP44. The motors are equipped with

sleeve bearings and winded for 2 speeds, i.e. with a two-pole

switch, one high speed (HF) and one low speed (LF) is obtained.

TD-500, 800, 1300 and TD-2000:

220-240V, 50Hz single-phase asynchronous motor with built in

thermal protection (manually reset thermal contact can be

supplied). Enclosure IP44. The motors are equipped with ball

bearing and winded for 2 speeds, i.e. with a two-pole switch, one

high speed (HF) and one low speed (LF) is obtained.

Wiring diagram, see page 178.
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Frequency

Hz

Sound level
outside duct HF
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Technical specification

Sound level
in duct HF Dimensions in mm

* 3m distance with fan ducted

In-Line Fan TD
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In-Line Fan TD

Flow Flow

Flow Flow

Flow Flow
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