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T - Three phase

Power rate 1,1 kW x 100 = 110

Diameter of fan in mm

2 - ~ 2800 rpm
4 - ~ 1400 rpm
6 - ~ 960 rpm
8 - ~ 720 rpm

H - High temperature version

AF- Axial fan

* - distance 3 m

Type

A B C E F H
No.
of

holes
Type

Dimensions in mm

Technical specification

Axial-flow Fan AFH

Article numberSpeed

rpm

Motor power

kW

Maximum current
(400 V)

A

Maximum duty

m³/h

Sound level *

dB (A)

Construction
Bifurcated axial fan in tubular version, with motor placed in a
chamber, isolated from the air stream. Design allows continuous
transportation of gases with max. temp. 150°C. Casing of rolled and
electro-welded steel sheet, powder coated. Impeller in die-casted
aluminium. Casings in acid-proof steel or galvanized steel and
impellers in steel sheet may be supplied on request.

220-240/380-420V, 50Hz (380-420/660-690V over 3kW) three-phase
or 220-240V, 50Hz single-phase asynchronous motor with squirrel
cage rotor, in accordance with IEC72 and IEC-34-1. Insulation class
F, enclosure IP55. Special voltage or frequency, improved enclosure
IP65, explosion proof motor may be supplied on request.

Wiring diagram, see page 179.

Motor

Maximum allowed temperature

+150°C - continuos running

+200°C - temporary running
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