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Technical specification

Accessories

Centrifugal Fan HPBx

V-belt profile

SPZ

SPZ

SPA

Smal pulley Ø

67 - 95

100 - 200

100 - 200

P[N]

10 - 15

15 - 20

15 - 25

Construction

Motor

Belt tension

Single inlet, belt driven centrifugal fan with casing in cast aluminium and

impeller with backward curved blades in aluminium sheet. The

suspension of the belt-driven and the unique design of the casing give

optimal compactness. Casing and impeller in other materials for

example stainless steel or galvanized steel sheet may be supplied on

request.

220-240/380-420V, 50Hz (380-420/660-690V above 3kW) three-phase

or 220-240V, 50Hz single-phase asynchronous motor with capacitor.

Insulation class F, enclosure IP55. Special voltage or frequency,

improved enclosure IP65, 2-speed motors and explosion proof motors

can be supplied on request.

Wiring diagram, see page 179.

Correct belt tension is very important for lifetime and the power

consumption. Measure the distance between the pulleys “C” in m,

calculate the necessary inward bending of the belt “f” in mm half-way

between the pulleys according to the formula f=C x 16. Measure the

necessary force “P” that should be applied half-way between the pulleys

at the right angle to achieve inward bending “f” of the belt. New belts

should be tightened so that the necessary inward bend

as far as possible will be equivalent to the higher tabular value P (see

table). The recommended belt tension will occur within the first 15

hours.

Ex.: The distance between the pulleys

C=0,5m, necessary bending

f=0,5x16=8mm.

Type
Speed

rpm

Motor power

kW

Voltage

V
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current

A
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duty

m³/h

Maximum
pressure

Pa

Sound

level*

dB(A)

Weight

kg

Article number

* - in the middle of the performance curve.



210 249,5

Ø200

Ø182

Ø162/inlet

13

140

200

~ 533

~ 252

56

4 x M8

~
5

1
1

2
9

0

1
9

8
,7

Ø165

Ø139

Ø100
4xØ9,5

31,5 1
5

55

30

100 200 300 400 500 600 700 900800 1000

Pd

0

1000

2000

3000

4000

5000

6000

0

4000

4400

5000

6000

5600

5600 rpm

5600 rpm

6000 rpm

6000 rpm

5000 rpm

5000 rpm

4400 rpm

4400 rpm

4000 rpm

4000 rpm

Pdyn

Pdyn

200 400 600 800 1000 1200 1400 1600

Pd

0

1000

2000

3000

4000

5000

6000

0

4000

4400

5000

5600

6000

5100 rpm

4800 rpm

4500 rpm

4300 rpm

3800 rpm

Pdyn

0 200 400 600 800 1000 1200 1400 1600 1800

Pd

0

1000

2000

3000

4000

5000

6000

7000

8000

9000

3800

4300

4500

5100

4800

180 249,5

Ø
1
6
5

Ø126

/inlet
Ø139

10 12

80

120

~ 500

230

40

4 x M8

~
3
7
0

Ø65

4xØ9,5

Ø95

2
0
8

Ø115

20 32 26 1
2

90

190

180 249,5

Ø
1
6
5

Ø126

/inlet
Ø139

10 12

80

120

~ 521

240

51

4 x M8

~
3
7
0

Ø100

4xØ9,5

Ø135

2
0
8

Ø160

20 32 26 1
2

90

190

Pa

Pa

Pa

m³/h

m³/h

m³/h

HPBx-25

HPBx-30

HPBx-200

+46 31-23 50 80
+46 8-534 101 90134 www.ventur.se

Flow

T
o

ta
l

p
re

s
s
u

re
d

if
fe

re
n

c
e

T
o

ta
l

p
re

s
s
u

re
d

if
fe

re
n

c
e

T
o

ta
l

p
re

s
s
u

re
d

if
fe

re
n

c
e

Flow

Flow

Centrifugal Fan HPBx



+46 31-23 50 80
+46 8-534 101 90 135www.ventur.se

248 271

Ø
1
9
1

~ 519

230

180

13 24

150

300

4xØ9,5

Ø125

Ø165

Ø
1
6
2

/
in

le
t

Ø
1
8
2

Ø
2
0
0

~
5
7
3

~ 563

~ 282

70

8 x M6
3
2
0

2
2
1
,8

26

Pd

0 500 1000 1500 2000 2500 3000

0

500

1000

1500

2000

2500

3000

3500

4000

4500

5000

3100

3500
3500 rpm

3100 rpm

Pdyn

HPBx-300

Pa

m³/h

210 249,5

Ø200

Ø182

Ø162/inlet

13

140

200

~ 533

~ 252

56

4 x M8

~
5

1
1

2
9

0

1
9

8
,7

Ø165

Ø139

Ø100
4xØ9,5

31,5 1
5

55

30

Pd

0 200 400 600 800 1000 1200 1400 1600 1800 2000

0

1000

2000

3000

4000

5000

6000

7000

4800 rpm

4500 rpm

4300 rpm

3800 rpm

Pdyn

3800

4300

4500

4800

Pa

m³/h

HPBx-260

Flow

T
o

ta
l

p
re

s
s
u

re
d

if
fe

re
n

c
e

T
o

ta
l

p
re

s
s
u

re
d

if
fe

re
n

c
e

Flow

Centrifugal Fan HPBx




